MISCELLANEOUS

Hose Binding Machine
¢ Material

& Capacity
@ Process time

& Material
@ Sound Level at Tm

Applicator

Diameter

Protector

Material of nozzle
Outlet pattern

Length adjustable from

L 2R 2K 2% 2R 4

Code No.

Fire Blanket

@ Material of blanket
¢ Application

MIS254-FG-STD-RD

MIS255-FG-STD-RD

MIS255-FG-6X6-RD

: Body - Aluminium
Alloy or Cast Iron Jaw
chuck - Copper Alloy

:Up to 2100 mm hose

: Approximately 20 mins
per length of hose

MIS229-MS-STD-NA

L.A Hand Operated Alarm Bell

: Aluminium Alloy
:105dB

MIS212-LA-STD-RD

:25.0 mm I/D

: Rubber

: Aluminium Alloy
: Spray
:1800-3060 mm

FEX158-LA-025-BK

: Woven Fibre Glass
: Kitchen

Blanket c/w PVC pouch
4 x4 red

Blanket c/w PVC rigid cont
4 red

x4

Blanket c¢/w PVC rigid cont
6 x6 red

X

Other sizes available upon request

Curtain Nozzle

& Material : Copper Alloy

Code No.

Suction Hose Stand

& Material

@ Finishing

or Aluminium Alloy

* Inlet : Male Instantaneous

MIS261-GM-065-RD

MIS261-LA-065-RD

: Mild Steel Galvanised
adjustable height
: Red

MIS268-MS-STD-RD
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Metal Suction Strainer

MIS215-GM-100-NA Copper Alloy

MIS215-LA-100-NA Aluminium Alloy

Connection : 2100 mm round thread

Basket Suction Strainer

MIS214-XX-100-NA Cane

MIS214-PS-100-NA Plastic

Suction Hose Coupling

Code No.

MIS217-LA-100-NA Aluminium Alloy

MIS217-GM-100-NA Copper Alloy

Hose connection : 100 mm ribbed
tail to BS 336

Suction Hose Coupling Wrench
& Material : Galvanised Mild Steel

Code No. MIS213-MS-100-BK

Suction Hose

& Material  : PVC with nylon reinforcement
¢ Length (std) : 2.4 m (standard)
¢ Diameter :100 mm

Code N MIS269-PS-100-NA

I

Other sizes available upon request

Hose Bridge

¢ Material : Aluminium Alloy
¢ Capacity : Up to 65 mm hose

Code N MIS245-LA-065-NA

I

Duct Housing
& Material : Aluminium Alloy

Code N FAS199-LA-STD-RD

I

Coupling Opener

& Material : Mild Steel Galvanised
¢ Finishing : Chrome
MIS048-MS-100-CH
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FIRE SAFETY SIGN R

Fire Ext Self Adhesive Sign Dry Riser Self Adhesive Sign

& Size : 200 mm (H) x 200 mm (D) ® Size : 200 mm (H) x 200 mm (D)
& Material  : Vinyl Sticker ® Material  : Vinyl Sticker

Code No. FECO007-PS-FO01 Code No. FECO007-PS-FO05

Hose Reel Self Adhesive Sign Wet Riser Self Adhesive Sign

¢ Size : 200 mm (H) x 200 mm (D)
& Material  : Vinyl Sticker

& Size : 200 mm (H) x 200 mm (D)
& Material  :Vinyl Sticker

Code No. FECO007-PS-F002 Code No. FECO007-PS-FO06

Fire Hydrant Self Adhesive Sign

& Size : 200 mm (H) x 200 mm (D)
& Material  : Vinyl Sticker

Fire Code No. FEC007-PS-FO08

hydrant

\ Pemadam api \ Pemadam api
il il

Fire extinguisher } Fire extinguisher

POWDER ABC CARBON DIOXIDE CO2

Powder Ext Missing Self Adhesive Sign

& Size : 800 mm (H) x 300 mm (D)
& Material  : High Impact PVC
@ Thickness :1.0mm

CO2 Ext Missing Self Adhesive Sign

* Size : 800 mm (H) x 300 mm (D)
# Material  : High Impact PVC
@ Thickness :1.0mm

Code No. FEC007-PS-F034 Code No. FEC007-PS-FO35
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POWDER FILLING MACHINE

Weight 47 kg
Dimension : 700 x 460 x 1600 (H) mm
Power Requirement 230V, 50 Hz, 0.8 kW single phase

*

L 2R 2R 2R 2R 2R 2R 2R R 2R 4

Emptying and filling continuously

Window at powder inlet for control of filling

Adjustable height for 1 kg to 12 kg powder cylinder size
Hopper material: Stainless Steel

Filter and hopper can be clean automatically

Rubber wheel and Transportation handles

Filling speed (approximately): 9 kg - 90 secs, 6 kg - 65 secs

Suction speed: 18 kg/min

Optional filling head for mobile fire extinguisher 25 kg, 50 kg & 70 kg

Powder suction hose 32 x 1.5 m
Suction pipe 220 x 800 mm
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The Slim Line Hose Reel is designed for installation in shopping centres where
shop front space is at a premium. The assembly is designed to be fixed in cavity
between the walls of adjacent shops thereby occupying the minimum shop front

width.

4 Dimension : 260 mm (D) x 1700 mm (Extended 2530 mm) x 1980 mm (H)
@ |Installation : Floor Mounting

@ Material of Rack : Mild Steel

#  Material of Reel : Mild Steel

4 Suitable for : 20 mm or 25 mm Hose Reel
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AUSTRALIAN
STANDARD

AS 24192LIC SHK 2046
(For Hycrant Vave)
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AUSTRALIAN

ASINZS 1221 LIC1355
(For Hose Rel)



